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GRAY-11370.00 
TWIN CULVERT REPLACEMENT 

STATIONS 245+17 & 245+21 
9 JUNE 2004 

 
SPECIAL PROVISION 

SECTION 203 
EXCAVATION AND EMBANKMENT 

(Dredge Materials)  
 

Description:    Dredge Material (See MDOT Standard Specifications § 101.2) is 
regulated as a Special Waste. 
 
Fifty cubic yards or less of Dredge Material Beneficially Used in the area adjacent to 
and draining into the dredged water body is exempt from Beneficial Use Permits.  The 
Dredge Material quantity from the Twin Culvert Replacement site (Stations 245+17 & 
245+21) is expected to be less than 50 cubic yards (38 cubic meters). 
 

CONSTRUCTION REQUIREMENTS 
 

Management and Disposal:  The contractor shall Beneficially Use all Dredge Material 
excavated at the Twin Culvert Replacement site in the area adjacent to and draining 
into the dredged water body.  No more than 38 cubic meters (50 cubic yards) of Dredge 
Material may be excavated.   
 
Method of Measurement:  Dredge Material will be measured by the cubic meter of 
material removed.   
 
Basis of Payment:  Payment for Dredge Material Beneficially Used will be incidental to 
the Twin Culvert Replacement. 
 
Payment shall be full compensation for excavation, dewatering, managing, transporting, 
and placement.  
 
 
 
 
 


